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U024AM.030                  WSK SERVICING AT FOOTPRINT                                       A:PMPLMA                                 

         CRIT: NONE                                                                          B:                                       

                PERFORM WSK WATER SAMPLING                          WATER                    C:C-1: TO PERFORM WATER SAMPLING FOR     

                                                                    CHARACTERISTICS AS         CERTIFICATION THE FLOW RATE IN THE     

                                                                    PER THE SSP 30573          WATER CIRCUIT MUST BE SET TO 227       

                                                                    TABLE 4.1-2.8 (AFTER       +/- 5 KG/H.                            

                                                                    CHEMICAL TREATMENT)                                               

                                                                                               C-2: THE WATER IN THE WSK SHALL BE     

                                                                                               SAMPLED PRIOR TO CONNECTING FGSE TO    

                                                                                               THE MPLM TCS LOOP.                     

                                                                                             D:REF: 0.1.5.2                           

U024EA.020**                MPLM USOS NODE 2 CONFIGURATION                                   A:PMPLM                                  

         CRIT: NONE                                                                          B:                                       

                                                                                             C:R-1: WHEN MPLM IS LAUNCHED IN NODE     

U024EA.020-A                VERIFY CONNECTOR P1BKT11 CONFIG                                    2 CONFIGURATION.                       

                VERIFY CONNECTOR P1BKT11 ON CABLE EO0053            VISUAL INSPECTION          R-2: MPLM SHALL BE IN NODE 2           

                IS MATED TO J01BKT11 ON CABLE EO0052                                           CONFIGURATION PRIOR TO PDV START.      

U024EA.020-B                VERIFY CONNECTOR P01BKT11 CONFIG                                 D:DWG 052P007, MLM-RP-AI-0042            

                VERIFY CONNECTOR P01BKT11 ON CABLE                  VISUAL INSPECTION                                                 

                EO0054 IS MATED TO BKT11 DUMMY CONNECTOR                                                                              

U024EA.040**                MPLM PWR & RTN TO STRUCTURE ISO. CHK                             A:PMPLM                                  

         CRIT: NONE                                                                          B:                                       

                                                                                             C:C-1: J15 JUMPER REMOVED.               

U024EA.040-A                T-0 PWR TO STRUCTURE ISO. CHECK                                                                           

                                                                                               C-2: +/- Y AND -Z PANELS MUST BE       

                ROEU PDA NSTS/T-0 120 VDC POWER TO                  > 1M OHM                   CLOSED WITH ALL APPROPRIATE            

                STRUCTURE ISOLATION (C-1)                                                      CONNECTORS MATED PRIOR TO ISOLATION    

                                                                                               CHECKS.                                

U024EA.040-B                T-0 PWR RETURN TO STRUCTURE ISO. CHECK                                                                    

                                                                                               C-3: PRIOR TO START OF ISOLATION       

                ROEU PDA NSTS/T-0 120 VDC POWER RETURN              > 1M OHM                   CHECKS, MPLM MUST BE DE-COUPLED        

                TO STRUCTURE ISOLATION (C-1)                                                   FROM ALL EGSE.                         

U024EA.040-C                28 VDC PWR TO STRUCTURE ISO. CHECK                                 R-1: PERFORM ISOLATION CHECKS AFTER    

                                                                                               MPLM RECONFIGURATION FROM PASSIVE      

                ROEU PDA NSTS 28 VDC POWER TO STRUCTURE             > 1M OHM                   TO ACTIVE AND VICE VERSA AS WELL AS    

                ISOLATION (C-1)                                                                RECONFIGURATIONS FROM NODE 1 TO        

                                                                                               NODE 2 AND VICE VERSA.                 

U024EA.040-D                28 VDC PWR RETURN TO STRUCTURE ISO. CHEC                                                                  

                                                                                             D:                                       

                ROEU PDA NSTS 28 VDC POWER RETURN TO                > 1M OHM                                                          

                STRUCTURE ISOLATION (C-1)                                                                                             

U024EA.040-E                NODE PWR TO STRUCT. ISO. CHECK                                                                            

                NODE POWER TO STRUCTURE ISOLATION (USOS)            > 1M OHM                                                          

                (C-1)                                                                                                                 

U024EA.040-F                NODE PWR RETURN TO STRUCT. ISO. CHECK                                                                     

                NODE POWER RETURN TO STRUCTURE ISOLATION            > 1M OHM                                                          

                (USOS) (C-1)                                                                                                          

U024EA.050**                CLASS S BONDING VERIFICATION                                     A:PMPLM;C                                

         CRIT: NONE                                                                          B:CONTINGENCY: TO BE PERFORMED FOR       

                                                                                               THE FIRST FLIGHT OF AN MPLM OR WHEN    

U024EA.050-A                ROFU PDA SUPPORT TO MPLM SHELL                                     CHANGING CONFIGURATION.                

                VERIFY ELECTRICAL BONDING BETWEEN THE               </= 1.0 OHM              C:R-1: FOR ACTIVE MISSIONS ONLY.         

                ROFU PDA STRUCTURAL SUPPORT AND MPLM                                                                                  

                SHELL STRUCTURE (R-1)                                                        D:                                       

U024EA.050-B                ROEU PDA SUPPORT TO MPLM SHELL                                                                            

                VERIFY ELECTRICAL BONDING BETWEEN THE               </= 1.0 OHM                                                       

                ROEU PDA STRUCTURAL SUPPORT AND MPLM                                                                                  

                SHELL STRUCTURE                                                                                                       

U024EA.050-C                TRUNNION I/F TO MPLM SHELL                                                                                

                VERIFY THE ELECTRICAL BONDING BETWEEN               < 1.0 OHM                                                         

                THE MPLM TRUNNIONS I/F AND THE MPLM                                                                                   

                SHELL STRUCTURE                                                                                                       

U024EA.095                  VERIFY MPLM T-0 PWR FEED                                         A:PMPLMA                                 

         CRIT: NONE                                                                          B:                                       

                MPLM PDB AUX PWR ON                      IMDM01SM   ON                       C:                                       

                                                         0001K                               D:REF: R.251, R.252, R.253               

                    MPLM PDB AUX PWR MNT                 IMDM01SW   ON                                                                

                                                         7416J                                                                        

                    T-0 PWR VOLATGE MNT                  IMPP01FC   120 +/- 4.8 VDC                                                   

                                                         2064V                                                                        

                    T-0 PWR CURRENT MNT                  IMPP01FC   I < 2 A                                                           

                                                         2055C                                                                        

                MPLM PDB AUX PWR OFF                     IMDM01SM   OFF                                                               

                                                         0002K                                                                        

                    MPLM PDB AUX PWR MNT                 IMDM01SW   OFF                                                               

                                                         7416J                                                                        

U024EA.150                  WPP ACCUMULATOR QUANTITY CHECK                                   A:PMPLMA                                 

         CRIT: NONE                                                                          B:                                       

                VERIFY WPP ACCUMULATOR QUANTITY          IMTW03PU   > 0.250 L                C:                                       

                                                         3550Q                               D:REF: R.409                             

U024EA.160                  WPP RPC VERIFICATION                                             A:PMPLMA                                 

         CRIT: NONE                                                                          B:                                       

                WPP RPC 25 SET EXT(ON)                   IMDM01SM                            C:R-1: TO BE PERFORMED ON ACTIVE         

                                                         0371K                                 MISSIONS.                              

                    WPP RPC 25 TLM                       IMDM01SW   ON                       D:REF: R.412, R.413                      

                                                         7376J                                                                        

                WPP RPC 25 SET EXT(OFF)                  IMDM01SM                                                                     

                                                         0372K                                                                        

                    WPP RPC 25 TLM                       IMDM01SW   OFF                                                               

                                                         7376J                                                                        

U024EA.170                  WPP VERIFICATION                                                 A:PMPLMA                                 

         CRIT: NONE                                                                          B:                                       

                WPP ON EXT                               IMDM01SM   ON                       C:C-1: WATER ON/OFF VALVE SHALL BE       

                                                         0675K                                 SET OPEN.                              

                    WPP TLM                                         ACTIVATED                  R-1: RPC 25 REQUIRED.                  

                    WPP MOTOR SPEED MNT                  IMTW03PU   12000 +/- 400 RPM        D:REF: R.241, R.242, R.410, R.413        

                                                         3558R                                                                        

                    WPP INLET PRESS MNT                  IMTW03PU   55 - 100 PSIA                                                     

                                                         3559P                                                                        

                    WPP OUTLET PRESS MNT                 IMTW03PU   55 - 110 PSIA                                                     

                                                         3569P                                                                        

                WPP OFF ENABLE EXT                       IMDM01SM   OFF                                                               

                                                         0686K                                                                        

                WPP OFF INIT EXT                         IMDM01SM   OFF                                                               

                                                         0697K                                                                        

                    WPP TLM                                         DEACTIVATED                                                       

U024EA.260**                R/FS POWER I/F COPPER PATH TEST                                  A:PMPLMA                                 

         CRIT: NONE                                                                          B:                                       

                                                                                             C:                                       

U024EA.260-A                RFRCK1 PWR I/F COPPER PATH TEST                                  D:                                       

                RFRCK1 RPC 19 ON                         IMDM01SM                                                                     

                                                         0275K                                                                        

                    RFRCK1 RPC TLM                       IMDM01SW   ON                                                                

                                                         7696J                                                                        

                    R/F1 POWER 120 VDC I/F                          113 - 126 VDC                                                     

                                                                     9.0 +/- 0.5 AMPS                                                 

                RFRCK1 RPC 19 OFF                        IMDM01SM                                                                     

                                                         0276K                                                                        

                    RFRCK1 RPC TLM                       IMDM01SW   OFF                                                               

                                                         7696J                                                                        

U024EA.260-B                RFRCK2 PWR I/F COPPER PATH TEST                                                                           

                RFRCK2 RPC 20 ON                         IMDM01SM                                                                     

                                                         0287K                                                                        

                    RFRCK2 RPC TLM                       IMDM01SW   ON                                                                

                                                         7706J                                                                        

                    R/F2 POWER 120 VDC I/F                          113 - 126 VDC                                                     

                                                                     5.0 +/- 0.5 AMPS                                                 

                RFRCK2 RPC 20 OFF                        IMDM01SM                                                                     

                                                         0288K                                                                        

                    RFRCK2 RPC TLM                       IMDM01SW   OFF                                                               

                                                         7706J                                                                        

U024EA.260-C                RFRCK3 PWR I/F COPPER PATH TEST                                                                           

                RFRCK3 RPC 21 ON                         IMDM01SM                                                                     

                                                         0299K                                                                        

                    RFRCK3 RPC TLM                       IMDM01SW   ON                                                                

                                                         7716J                                                                        

                    R/F3 POWER 120 VDC I/F                          113 - 126 VDC                                                     

                                                                     5.0 +/- 0.5 AMPS                                                 

                RFRCK3 RPC 21 OFF                        IMDM01SM                                                                     

                                                         0300K                                                                        

                    RFRCK3 RPC TLM                       IMDM01SW   OFF                                                               

                                                         7716J                                                                        

U024EA.260-D                RFRCK4 PWR I/F COPPER PATH TEST                                                                           

                RFRCK4 RPC 22 ON                         IMDM01SM                                                                     

                                                         0311K                                                                        

                    RFRCK4 RPC TLM                       IMDM01SW   ON                                                                

                                                         7326J                                                                        

                    R/F4 POWER 120 VDC I/F                          113 - 126 VDC                                                     

                                                                     5.0 +/- 0.5 AMPS                                                 

                RFRCK4 RPC 22 OFF                        IMDM01SM                                                                     

                                                         0312K                                                                        

                    RFRCK4 RPC TLM                       IMDM01SW   OFF                                                               

                                                         7326J                                                                        

U024EA.260-E                RFRCK5 PWR I/F COPPER PATH TEST                                                                           

                RFRCK5 RPC 23 ON                         IMDM01SM                                                                     

                                                         0323K                                                                        

                    RFRCK5 RPC TLM                       IMDM01SW   ON                                                                

                                                         7336J                                                                        

                    R/F5 POWER 120 VDC I/F                          113 - 126 VDC 9.0                                                 

                                                                    +/- 0.5 AMPS                                                      

                RFRCK5 RPC 23 OFF                        IMDM01SM                                                                     

                                                         0324K                                                                        

                    RFRCK5 RPC TLM                       IMDM01SW   OFF                                                               

                                                         7336J                                                                        

U024EA.270                  R/FS DATA I/F COPPER PATH TEST                                   A:PMPLMA                                 

         CRIT: NONE                                                                          B:                                       

                ACT USER BUS COMM                        IMDM01SM   BROADCAST SYNC           C:C-1: MPLM R/F TEST CONFIGURATION       

                                                         1200K      W/DATA TRANS               TABLE RFR_TBL_0003.LOA LOADED IN       

                                                                                               MDM MEMORY.                            

                RF RACK 1 RT COMM ENABLE                 IMDM01SM   CYCLIC DATA ACQ                                                   

                                                         1341K      TRANS TO RF1 RT            R-1: TO BE PERFORMED ON USER BUS A     

                                                                                               AND USER BUS B.                        

                RF RACK 2 RT COMM ENABLE                 IMDM01SM   CYCLIC DATA ACQ                                                   

                                                         1341K      TRANS TO RF2 RT            R-2: REMOVE INSTALL PROTECTION DATA    

                                                                                               CAPS BEFORE/AFTER TEST.                

                RF RACK 3 RT COMM ENABLE                 IMDM01SM   CYCLIC DATA ACQ                                                   

                                                         1341K      TRANS TO RF3 RT            R-3: MC=00010 AND REMOTE TERMINAL      

                                                                                               (RT) IS REFRIGERATOR/FREEZER RACK      

                RF RACK 4 RT COMM ENABLE                 IMDM01SM   CYCLIC DATA ACQ            1-5.                                   

                                                         1341K      TRANS TO RF4 RT                                                   

                                                                                             D:                                       

                RF RACK 5 RT COMM ENABLE                 IMDM01SM   CYCLIC DATA ACQ                                                   

                                                         1341K      TRANS TO RF5 RT                                                   

                VERIFY THE ABILITY TO SELECT BETWEEN                CYCLIC DATA ACQ                                                   

                USER BUS CHAN A/B                                   TRANS ON CHAN A/B                                                 

                TRANSMIT MODE CODE COMMAND (TSW)         IMDM01MD   TASK LEADER VERIFY                                                

                                                         C550L(R-4)                                                                   

                RF RACKX RT COMM DISABLE                 IMDM01SM   NO CYCLIC DATA ACQ                                                

                                                         1342K      TRANS                                                             

                DEACT USER BUS COMM                      IMDM01SM                                                                     

                                                         1201K                                                                        

U024EA.350                  HCU RPC VERIFICATION                                             A:PMPLM                                  

         CRIT: NONE                                                                          B:                                       

                HCU RPC 24 ON                            IMDM01SM                            C:                                       

                                                         0227K                               D:                                       

                    HCU RPC TLM                          IMDM01SW   ON                                                                

                                                         7646J                                                                        

                HCU RPC 24 OFF                           IMDM01SM                                                                     

                                                         0228K                                                                        

                    HCU RPC TLM                          IMDM01SW   OFF                                                               

                                                         7646J                                                                        

U024EA.360**                HCU CHECK-OUT                                                    A:PMPLM                                  

         CRIT: NONE                                                                          B:                                       

                                                                                             C:C-1: FOR NODE 2 CONFIG ONLY.           

U024EA.360-A                HCU 120 VDC AUX PWR VERIF. (R-2, C-1)                                                                     

                                                                                               R-1: REQUIRES KSC SSP.                 

                    HCU USOS CB#1 SUPPLY VOLT MNT        IMPH01PW   110 - 126 VDC                                                     

                                                         1604V                                 R-2: 120 VDC AUX PWR REQUIRED.         

U024EA.360-B                HCU 120 VDC MAIN PWR VER.(R-3, R-4, C-1)                           R-3: 120 VDC MAIN PWR REQUIRED.        

                    HCU USOS CB#2 SUPPLY VOLT MNT        IMPP01FC   110 -126 VDC               R-4: RPC #24 CLOSED.                   

                                                         2074V                                                                        

                                                                                               R-5: PROVIDE 28 VDC PAT BOX SIM.       

U024EA.360-C                HCU 28 VDC VERIFICATION (R-1, R-5)                                                                        

                                                                                             D:                                       

                28 VDC NSTS CB#1 SUPPLY                             28 +/- 4 VDC                                                      

                    NSTS CB 1                            SSP SW 10  ON                                                                

                    28 VDC CH#1 PWR STATUS               DS10       GRAY                                                              

                    28 VDC K3 SUPPLY                     DS10       GRAY                                                              

                28 VDC NSTS CB#2 SUPPLY                             28 +/- 4 VDC                                                      

                    NSTS CB 2                            SSP SW 12  ON                                                                

                    28 VDC CH#2 PWR STATUS               DS12       GRAY                                                              

                    28 VDC K4 SUPPLY                     DS12       GRAY                                                              

U024EA.370**                PDA HEATER COPPER PATH CHECK-OUT                                 A:PMPLMA                                 

         CRIT: NONE                                                                          B:                                       

                                                                                             C:R-1: REQUIRES KSC SSP.                 

U024EA.370-A                HCU 28 VDC VERIFICATION - NSTS                                                                            

                                                                                               R-2: 28 VDC HTR PWR CH1 & CH2 TO       

                K3 ON/OFF CMD                            S03        ON                         MPLM I/F REQUIRED.                     

                    K3 ON/OFF STATUS                     DS03       GRAY                       R-3: 28 VDC BATT SIM PWR REQUIRED.     

                    PDA HTR A MNT                        IMPH01HT   28 +/- 4 VDC               R-4: K1 & K2 LATENT FOR USOS VERIF.    

                                                         1534V                                                                        

                                                                                               R-5: 120 VDC AUX PWR REQUIRED.         

                K4 ON/OFF CMD                            S07        ON                                                                

                                                                                               R-6: 120 VDC MAIN PWR REQUIRED.        

                    K4 ON/OFF STATUS                     DS07       GRAY                                                              

                                                                                               R-7: RPC #24 CLOSED (NODE 2).          

                    PDA HTR B MNT                        IMPH01HT   28 +/- 4 VDC                                                      

                                                         1544V                               D:                                       

U024EA.370-B                HCU 28 VDC BATTERY VERIF - MPLM (R-4)                                                                     

                CH #1 BATT RELAY 1/A                     IMDMO1SM   ON                                                                

                                                         0800K                                                                        

                    RELAY 1/A MNT                        IMPH01SU   ON                                                                

                                                         1616J                                                                        

                CH #1 BATT RELAY 2/A                     IMDM01SM   ON                                                                

                                                         0810K                                                                        

                    RELAY 2/A MNT                        IMPH01SU   ON                                                                

                                                         1626J                                                                        

                    ROFU PDA HTR A                       IMPH01HT   28 +/- 4 VDC                                                      

                                                         1534V                                                                        

                CH #1 BATT RELAY 1/A                     IMDM01SM   OFF                                                               

                                                         0801K                                                                        

                CH #1 BATT RELAY 2/A                     IMDM01SM   OFF                                                               

                                                         0811K                                                                        

                    ROFU PDA HTR A                       IMPH01HT   0 VDC                                                             

                                                         1534V                                                                        

                CH #2 BATT RELAY 1/B                     IMDM01SM   ON                                                                

                                                         0820K                                                                        

                    RELAY 1/B MNT                        IMPH01SU   ON                                                                

                                                         1716J                                                                        

                CH #2 BATT RELAY 2/B                     IMDM01SM   ON                                                                

                                                         0830K                                                                        

                    RELAY 2/B MNT                        IMPH01SU   ON                                                                

                                                         1726J                                                                        

                    ROFU PDA HTR B                       IMPH01HT   28 +/- 4 VDC                                                      

                                                         1544V                                                                        

                CH #1 BATT RELAY 1/B                     IMDM01SM   OFF                                                               

                                                         0821K                                                                        

                CH #1 BATT RELAY 2/B                     IMDM01SM   OFF                                                               

                                                         0831K                                                                        

                    ROFU PDA HTR B                       IMPH01HT   0 VDC                                                             

                                                         1544V                                                                        

U024EA.370-C                HCU 120 VDC VERIFICATION - USOS                                                                           

                USOS CB#1 STATUS                         IMPH01SU   ON                                                                

                                                         1706J                                                                        

                    ROFU PDA HTR A                       IMPH01HT   28 +/- 4 VDC                                                      

                                                         1534V                                                                        

                USOS CB#2 STATUS                         IMPH01SU   ON                                                                

                                                         1606J                                                                        

                    ROFU PDA HTR B                       IMPH01HT   28 +/- 4 VDC                                                      

                                                         1544V                                                                        

U024EA.390                  WOV RPC VERIFICATION                                             A:PMPLMA                                 

         CRIT: NONE                                                                          B:                                       

                WOV RPC 30 ON                            IMDM01SM                            C:R-1: POWER CONVERTER 2 REQUIRED.       

                                                         0359K                                                                        

                                                                                             D:                                       

                    WOV RPC TLM                          IMDM01SW   ON                                                                

                                                         7366J                                                                        

                WOV RPC 30 OFF                           IMDM01SM                                                                     

                                                         0360K                                                                        

                    WOV RPC TLM                          IMDM01SW   OFF                                                               

                                                         7366J                                                                        

U024EA.400                  WOV CHECK-OUT                                                    A:PMPLMA                                 

         CRIT: NONE                                                                          B:                                       

                MPLM WOV CLOSE                           IMDM01SM                            C:C-1: WOV RPC 30 REQUIRED ON.           

                                                         0628K                                                                        

                                                                                               C-2: WPP SET OFF.                      

                    MPLM WOV TLM                         IMDM01SW   CLOSED                                                            

                                                         2506J                                 R-1: POWER CONVERTER 2 REQUIRED.       

                MPLM SET WOV POSITION                    IMDM01SM                            D:                                       

                                                         0629K                                                                        

                    MPLM WOV TLM                         IMDM01SW   INTERMEDIATE                                                      

                                                         2506J                                                                        

                MPLM WOV OPEN                            IMDM01SM                                                                     

                                                         0627K                                                                        

                    MPLM WOV TLM                         IMDM01SW   OPEN                                                              

                                                         2506J                                                                        

U024EA.410                  WMV RPC VERIFICATION                                             A:PMPLMA                                 

         CRIT: NONE                                                                          B:                                       

                WMV RPC 31 ON                            IMDM01SM                            C:R-1: POWER CONVERTER 2 REQUIRED.       

                                                         0347K                                                                        

                                                                                             D:                                       

                    WMV RPC TLM                          IMDM01SW   ON                                                                

                                                         7356J                                                                        

                WMV RPC 31 OFF                           IMDM01SM                                                                     

                                                         0348K                                                                        

                    WMV RPC TLM                          IMDM01SW   OFF                                                               

                                                         7356J                                                                        

U024EA.420                  WMV CHECK-OUT                                                    A:PMPLMA                                 

         CRIT: NONE                                                                          B:                                       

                WMV CLOSE                                IMDM01SM                            C:C-1: WMV RPC 31 REQUIRED.              

                                                         0652K                                                                        

                                                                                               R-1: POWER CONVERTER 2 REQUIRED.       

                    WMV TLM                              IMDM01SW   CLOSED                                                            

                                                         3016J                               D:                                       

                WMV OPEN                                 IMDM01SM                                                                     

                                                         0651K                                                                        

                    WMV TLM                              IMDM01SW   OPEN                                                              

                                                         3016J                                                                        

                WMV AUTO POS START                       IMDM01SM                                                                     

                                                         0663K                                                                        

                    WMV TLM                              IMDM01SW   INTERMEDIATE                                                      

                                                         3016J                                                                        

U024EA.430**                MPLM FLIGHT CONFIGURATION VERIFICATION                           A:PMPLM                                  

         CRIT: NONE                                                                          B:                                       

                                                                                             C:C-1: HATCH LAUNCH LOCK PIN MUST BE     

U024EA.430-A                DA VALVE CONFIGURATION                                             PLACED IN THE DRIVE MECHANISM AFTER    

                                                                                               FINAL HATCH CLOSURE AND LATCHING       

                VERIFY DA 1 VALVE SET CLOSED BEFORE                                            BEFORE FLIGHT.                         

                LAUNCH (R-4)                                                                                                          

                                                                                               C-2: TO BE PERFORMED AFTER LAST        

                    DA1 VLV TLM                          IMDM01SW   CLOSED                     LEAK CHECK BEFORE LAUNCH.              

                                                         5306J                                                                        

                VERIFY DA 2 VALVE SET CLOSED BEFORE                                            R-1: TO BE PERFORMED DURING FINAL      

                LAUNCH (R-4)                                                                   CLOSEOUT.                              

                    DA2 VLV TLM                          IMDM01SW   CLOSED                     R-2: PPRA JUMPER CHECK PERFORMED       

                                                         5406J                                 AFTER THE LAST CONNECTION OF THE       

                                                                                               NSTS J06 CONNECTOR DURING ORBITER      

U024EA.430-B                JUMPER CONFIGURATION                                               IVT PRIOR TO LAUNCH PHASE.             

                VERIFY JUMPERS P15EBULK, P06EBULK,                  VISUAL INSPECTION          R-3: MODULE INTERNAL ACCESS REQ'D.     

                P18EBULK ARE MATED                                                                                                    

                                                                                               R-4: TO BE PERFORMED DURING LAST       

U024EA.430-C                PPRA CONFIGURATION                                                 MPLM POWER-UP BEFORE LAUNCH.           

                VERIFY PPRA VALVE 1 SET OPEN BEFORE                                            R-5: VISUALLY VERIFY CORRECT           

                LAUNCH (R-2,R-4)                                                               INSTALLATION OF EXTERNAL CAPS.         

                    PPRA1 VLV TLM                        IMDM01SW   OPEN                       R-6: TO BE PERFORMED FOR PASSIVE       

                                                         5506J                                 MPLM CONFIGURATION.                    

                VERIFY PPRA VALVE 2 SET OPEN BEFORE                                            R-7: TO BE PERFORMED FOR ACTIVE        

                LAUNCH (R-2,R-4)                                                               MPLM CONFIGURATION.                    

                    PPRA2 VLV TLM                        IMDM01SW   OPEN                       R-8: TO BE PERFORMED PRIOR TO RACK     

                                                         5516J                                 INSTALLATION IN MPLM.                  

                VERIFY PPRA VALVE 3 SET OPEN BEFORE                                            R-9: TO BE PERFORMED AT THE END OF     

                LAUNCH (R-2,R-4)                                                               THE LAST FUNCTIONAL CHECKOUT.          

                    PPRA3 VLV TLM                        IMDM01SW   OPEN                       R-10: TO BE PERFORMED PRIOR TO MPLM    

                                                         5526J                                 BULKHEAD MLI INSTALLATION.             

U024EA.430-D                GLA DIMMER SWITCH POSITION                                       D:REF: R.480, 1.2.2.17,                  

                                                                                               MLM-MA-AI-0005                         

                VERIFY GLA DIMMER 1-8 SWITCH POSITION               MAXIMUM INTENSITY                                                 

                (R-3,R-1)                                           (FULL CLOCKWISE)                                                  

U024EA.430-E                GLA LOCAL SWITCH POSITION                                                                                 

                VERIFY GLA 1-8 LOCAL SWITCH POSITION                ON                                                                

                (R-3,R-9)                                                                                                             

U024EA.430-F                GLA CENTRALIZED SWITCH POSITION                                                                           

                VERIFY GLA CENTRALIZED SWITCH POSITION              ON                                                                

                (R-3,R-9)                                                                                                             

U024EA.430-G                VERIFY ELPS ENABLE SWITCH SET                                                                             

                VERIFY ELPS ENABLE SWITCH SET (R-3)                 DISABLE                                                           

U024EA.430-H                INSTALL HATCH LAUNCH LOCK PIN                                                                             

                INSTALL HATCH LAUNCH LOCK PIN IN THE                HATCH LAUNCH LOCK                                                 

                HATCH DRIVE MECHANISM AFTER HATCH                   PIN SECURELY                                                      

                CLOSURE (C-1,R-1,R-10)                              INSTALLED                                                         

U024EA.430-I                VERIFY DIFFUSER STATUS                                                                                    

                VERIFY DIFFUSER STATUS IS OPEN(R-1,R-3)             OPEN                                                              

U024EA.430-J                EXTERNAL IMV CLAMP CAPS                                                                                   

                VERIFY EXTERNAL IMV CLAMP CAPS INSTALLED            VISUAL INSPECTION                                                 

                IN FLIGHT POSITION (R-5,R-10)                                                                                         

U024EA.430-K                AIR SAMPLE LINE CAP                                                                                       

                VERIFY AIR SAMPLE LINE CAP INSTALLED                VISUAL INSPECTION                                                 

                (R-5,R-10))                                                                                                           

U024EA.430-L                CBM LEAK CHECK PORTS CAPS                                                                                 

                VERIFY CAPS INSTALLED ON ALL 6 CBM BLIND            VISUAL INSPECTION                                                 

                LEAK CHECK PORTS (R-1,C-2)                                                                                            

U024EA.430-M                POWER INTERFACE CAPS                                                                                      

                VERIFY CAPS INSTALLED ON J01 POWER                  VISUAL INSPECTION                                                 

                INTERFACES OF R/F RACK LOCATIONS NOT                                                                                  

                USED BY ACTIVE RACKS (R-3,R-6)                                                                                        

U024EA.430-N                DATA INTERFACE CAPS                                                                                       

                VERIFY CAPS INSTALLED ON J03 AND J04                VISUAL INSPECTION                                                 

                DATA INTERFACES OF R/F RACK LOCATIONS                                                                                 

                NOT USED BY ACTIVE RACKS (R-3,R-6)                                                                                    

U024EA.430-O                FLUID INTERFACE CAPS                                                                                      

                VERIFY CAPS INSTALLED ON FLUID SUPPLY               VISUAL INSPECTION                                                 

                AND RETURN INTERFACES OF R/F RACK                                                                                     

                LOCATIONS NOT USED BY ACTIVE RACKS                                                                                    

                (R-3,R-6)                                                                                                             

U024EA.430-P                DELETED                                                                                                   

U024EA.430-Q                USOS TCS LOOP CAPS                                                                                        

                VERIFY CAPS INSTALLED ON MPLM USOS                  VISUAL INSPECTION                                                 

                BULKHEAD TCS LOOP SUPPLY AND RETURN                                                                                   

                INTERFACES (R-5,R-6,R-10)                                                                                             

U024EA.430-R                MPEV CAP REMOVED                                                                                          

                VERIFY CAP REMOVED FROM MPEV CABIN SIDE             VISUAL INSPECTION                                                 

                (R-1,R-3)                                                                                                             

U024EA.430-S                FDS PANEL WINDOW                                                                                          

                VERIFY FDS PANEL WINDOW OPEN (R-1,R-3)              VISUAL INSPECTION                                                 

U024EA.430-T                HATCH PROTECTIVE COVER                                                                                    

                VERIFY HATCH PROTECTIVE COVER IN STOWED             VISUAL INSPECTION                                                 

                POSITION AND SECURED (R-1)                                                                                            

U024EA.430-U                HATCH, AAC, F/T PLATE CAPS                                                                                

                VERIFY CAPS INSTALLED ON HATCH, AAC, AND            VISUAL INSPECTION                                                 

                F/T PLATE LEAK TEST PORTS (R-10,C-2)                                                                                  

U024EA.430-V                SSOV                                                                                                      

                VERIFY SSOV SET CLOSED BEFORE LAUNCH                                                                                  

                (R-4)                                                                                                                 

                    SSOV TLM                             IMDM01SW   CLOSED                                                            

                                                         6006J                                                                        

U024EA.430-W                ISOV                                                                                                      

                VERIFY ISOV SET CLOSED BEFORE LAUNCH                                                                                  

                (R-4)                                                                                                                 

                    ISOV IN TLM                          IMDM01SW   CLOSED                                                            

                                                         6506J                                                                        

                    ISOV RET TLM                         IMDM01SW   CLOSED                                                            

                                                         6516J                                                                        

U024EA.430-X                MPEV                                                                                                      

                VERIFY MPEV SET CLOSED BEFORE LAUNCH                VISUAL INSPECTION                                                 

                (R-1)                                                                                                                 

